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NYOGEN 670F

PTFE Fortified

La m& c6 dau gbc la dau tdng hop c6 dd nhét trung binh va chat [am dac

14 Silica dwgc str dung cho vong bi, 6 trwot, banh réng trong may maéc,

thiét bj ché bién thuwc phdm ma trong qua trinh ché bién c6 thé xay ra sw

tiép xdc ngau nhién véi thwe pham.
S6 dang ky NSF H-1: 133068 va chirng nhan IFANCA Halal

Pac tinh caa m&

Gia trj dién hinh

Phwong phap

the

Nhiét dé lam viéc (°C) -35-120
Chét lam dic Silica
Dau géc Loai PAO

Do nhét dong hoce 40°C 194 cSt

100°C 22.8 cSt

Chi s6 dd nhot 152 ASTM D-2270

Nhiét dé6 chép chay °C 235 ASTM D-92

Nhiét do rot chay °C -40 ASTM D-97

Tinh chéat dién hinh cia m& Gia tri dién hinh Phwong phap thi
Mau sac, cam quan Tréng, min
Do xuyén kim Lam viéc 60X 281 ASTM D-217
(110 mm) Khong lam viéc 260 ASTM D-217

NLGI grade 2 ASTM D-217
Ti trong 25°C 0.89 g/cm® ASTM D-1480
Do tach dau 24 gio 100°C 3% ASTM D-6184
D6 bay hoi 24 giv 100°C 0.18 %

Gia trj dién hinh trinh bay trong bang théng sb k¥ thuat nay khong ding lam tiéu chuén k¥ thuat cta san
phdm. Tham khao Phiéu An toan héa chat SDS 1705 dé biét thém chi tiét vé thong tin an toan cta san

phim.
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NYOGEL 670F
| Nye@ Lubricants

PTFE Fortified

A silica thickened, medium viscosity, synthetic hydrocarbon grease intended
for sliding, bearing and gear train applications. Suitable for use on
machinery and instrumentation where incidental contact with food is a
possibility.

NSF H-1 Registration #133068 & IFANCA Halal certified

Lubricant Properties Typical Value Test Method

Recommended Service Range (°C) -35t0 120
Thickener Silica
Base Oil Type Polyalphaolefin
Kinematic Viscosity 40°C 194 cSt
100°C 22.8 cSt
Viscosity Index 152 ASTM D-2270
Flash Point °C 235 ASTM D-92
Pour Point °C -40 ASTM D-97
Typical Properties of the Typical Value Test Method
Grease
Color, Appearance White, Smooth
Penetration NLGI Grade 2 ASTM D-217
(1/10 mm) Worked 60X 281 ASTM D-217
Unworked 260 ASTM D-217
Density 25°C 0.89 g/cm? ASTM D-1480
Oil Separation 24 hour(s) 100°C 3 ASTM D-6184
Evaporation 24 hour(s) 100°C 0.18

The typical properties shown on this product data sheet should not be used as a basis for preparing specifications. Refer to our product SDS
for detailed safety information on this product.
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