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 Là mỡ có dầu gốc là Dimethyl Silicone độ nhớt cao, chất làm đặc là PTFE, 

ứng dụng rất hiệu quả cho “automotives cables” và các ứng dụng có ma sát 

thấp. Mỡ Fluorocarbon Gel 885FG được sử dụng cho máy móc, thiết bị 

trong dây chuyền sản xuất thực phẩm, sản xuất và xử lý nước uống (cả 

nước nóng và nước lạnh).                                                             

Chứng nhận: NSF H-1, IFANCA Halal, NSF61, ACS, WRAS. 

 

 Đặc tính của mỡ  Giá trị điển hình 
Phương pháp 

thử 

Nhiệt độ làm việc (
o
C)  -40 – 200  

Chất làm đặc  PTFE  

Dầu gốc Loại  Dimethyl Silicone  

 Độ nhớt động học 40
 o
C 410 cSt  

  100
 o
C 175 cSt ASTM D-445 

 Chỉ số độ nhớt  458 ASTM D-2270 

 Nhiệt độ chớp cháy oC >300 ASTM D-92 

 Nhiệt độ rót chảy oC -60 ASTM D-97 

 Tính chất điển hình của mỡ
 

Giá trị điển hình Phương pháp thử 

Màu sắc, cảm quan  Trắng, mịn  

Độ xuyên kim Làm việc 60X 355 ASTM D-217 

(1/10 mm) Không làm việc  345 ASTM D-217 

 NLGI grade  0 ASTM D-217 

Tỉ trọng  25 oC 1.2 g/cm3 NYE CTM 

Độ tách dầu 24 giờ 100oC 3.7 % ASTM D-6184 

Độ bay hơi 24 giờ 100
o
C 0.04 %  

Giá trị điển hình trình bày trong bảng thông số kỹ thuật này không dùng làm tiêu chuẩn kỹ thuật của sản phẩm. Tham khảo Phiếu 

An toàn hóa chất SDS 1704 để biết thêm chi tiết về thông tin an toàn của sản phẩm. 

 



FLUOROCARBON GEL 885FG

A soft, PTFE thickened, heavy viscosity, dimethyl silicone grease for efficient
lubrication of automotive cables and other low friction applications. For use

on machinery where incidental contact with food is a possibility or potable
water applications.

NSF H1 & IFANCA Halal Certified & NSF-61, ACS, WRAS potable water

approved

Test MethodTypical ValueLubricant Properties
Recommended Service Range (°C) -40 to 200

Thickener PTFE

Base Oil Dimethyl SiliconeType

ASTM D-445100°C 175 cStKinematic Viscosity

40°C 410 cSt

ASTM D-2270458Viscosity Index

ASTM D-92°C >350Flash Point

ASTM D-97°C -60Pour Point

Test MethodTypical ValueTypical Properties of the

Grease
Color, Appearance White, Smooth

ASTM D-217Penetration 60X 355Worked

ASTM D-217(1/10 mm) 345Unworked

ASTM D-2170NLGI Grade

NYE CTMDensity 25°C 1.2 g/cm³

ASTM D-6184Oil Separation 100°C 3.724 hour(s)

Evaporation 100°C 0.0424 hour(s)

The typical properties shown on this product data sheet should not be used as a basis for preparing specifications. Refer to our product SDS 
for detailed safety information on this product. (1704)
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